
UNCLASSIFIED

Defense Technical Information Center
Compilation Part Notice

ADP013940
TITLE: Wave Scattering by Cylindrical Obstacle in Generalised Waveguide

DISTRIBUTION: Approved for public release, distribution unlimited

This paper is part of the following report:

TITLE: 2002 International Conference on Mathematical Methods in
Electromagnetic Theory [MMET 02]. Volume 2

To order the complete compilation report, use: ADA413455

The component part is provided here to allow users access to individually authored sections
f proceedings, annals, symposia, etc. However, the component should be considered within

-he context of the overall compilation report and not as a stand-alone technical report.

The following component part numbers comprise the compilation report:
ADP013889 thru ADP013989

UNCLASSIFIED



MME7' 02 PROCEEDINGS 529

WAVE SCATTERING BY CYLINDRICAL OBSTACLE
IN GENERALISED WAVEGUIDE

Vitaliy P. Chumachenko and Igor V. Petrusenko*

Gebze Institute of Technology, 41400, Gebze, Kocaeli, Turkey and
Zaporizhzhia National Technical University, 64 Zhukovsky Str.,

Zaporizhzhia, 69063 Ukraine
E-mail: chumac@penta.gyte.edu.tr

*Gebze Institute of Technology, 41400, Gebze, Kocaeli, Turkey

E-mail: petrus@penta.gyte.edu.tr

ABSTRACT
A novel full-wave solution of the problem of electromagnetic wave scattering by a
circular post in a straight or continuously curved rectangular waveguide is presented. A
rigorous mathematical model is based on the domain-product technique. It allows to
construct an efficient series representation for the field in the interaction region. As a
result, the initial boundary value formulation is reduced to a matrix equation with the
fredholm operator. The last has the form of a sum of several products of the hilbert-
schmidt operators provided the post does not touch the boundaries of the interaction
region. The kernel matrix operator predetermines the fast convergence of the numerical
approximations for a wide range of curvature variation, any possible radius of the
cylinder and arbitrary location of the obstacle in the interior of the guide.

INTRODUCTION

A variety of techniques has been applied to the problem of electromagnetic wave
scattering by cylindrical obstacles in the straight rectangular waveguides, which has
been examined for many years (see, for instance, [1-4, 6]). The well known works deal
exclusively with the special situation of relatively thin and centered posts [1, 2].
Recently these tight constraints have been overcome [3, 4], but, as a rule, the data
obtained are validated by computational experiment in the form of "practical
convergence" and comparative checks. Rigorous analysis of a post in continuously
curved rectangular waveguide did not carry out at all.
We present an alternative rigorous analytical approach for solving the outlined class of
problems that is quite straightforward, effective and well substantiated. The method of
analysis is the domain-product technique (DPT) [5]. We consider the region of field
determination as a common part of several auxiliary domains with separable geometry.
After projective procedure the initial formulation is reduced to a matrix operator
equation with respect to expansion coefficients that are associated with the auxiliary
region related to the post. Functional properties of the matrix operator obtained are a
subject of our investigation. The approach is described for a circular perfectly
conducting post in a common 2-D waveguide structure, which is a generalisation of
both straight and continuously curved rectangular waveguide.
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DPT MODEL OF INDUCTIVE POST

The configuration of interest and the co-ordinate systems used are shown in Fig. I a. The
circular post of a radius r placed across the guide parallel to the narrow wall and
arbitrary centered. The mode incident upon the post is LA'11(. To take the advantagc of'

the physical symmetry plane the problem has been partitioned into two sub-problems
corresponding to the symmetric and anti-symmetric excitations.
The interior of the guide is divided into the interaction region and two regular semni-
infinite waveguides. Their fields are bound by the matching conditions on the commnorn
boundary lines. According with DPT. a field inside the interaction region call be
represented in the form

-(1

!I-

as a superposition of partial solutions of the HIelmholtz equation for five specially
constructed intersecting domains [6]. In the expression (1)+ :<j(21 kp') - o

it p'.0')= I , x, exp(inO') (" 1'. T < 0,
U h,, (k,.) -

is a solution in the exterior to the post. which meets the condition at infInity. Thlie

expansion coefficients {x, } are sought in the Hilbert space

x ( 7 + 1( )x,I' <

Using continuity of the tangential electric and magnetic fields inside of guide and
homogeneous boundary conditions on the conducting parts of the boundaries of the
interaction region we obtain the matrix equation

x+Ax =b,b c hil (2)
after familiar algebraisation.

PROPERTIES OF MATRIX OPERATOR

The matrix operator A :h, -> h, from (2) has the formn

1A J (,--2 T, F, )D,_ + (T3 -T T, F3 )D32 2 '1-•2 ( C.-G 3

It compactness follows from asymptotic estimates of some integrals, which are
Fourier's coefficients of the functions being differentiable infinitely many times. For the
elements of matrix operators T, fromr (3) we have relations

0(] j = 1-" >0, j =l.3

The conditions < 1. J = 1.3, mean that the post does not touch the boundaries of' the

interaction region. Under the same condition, we get

where < ]''Z.,<,IQ.* j 13
w)I. ,,,( , , , g ,, 1) It proves that A :1h -* h is the kernel operator.
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Let xN"' be the solution of a "truncated" counterpart of the matrix equation, then in the
sense of the h• -norm the relative errors of approximation tend to zero with M, N -- o,

Fig. lb.
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Fig. 1. Geometry of the problem (a) and

convergence of approximate solution in norm (b)
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